
135

Panama Canal Regulations § 121.100

CROSS REFERENCE: Vessel inspection, rules
and regulations of U.S. Coast Guard, see 46
CFR.

§ 121.95 Line-throwing appliances and
equipment.

(a) All ocean vessels shall be
equipped with a line-throwing appli-
ance of an approved type with the nec-
essary equipment. The equipment shall
include not less than four projectiles
and four service lines.

(b) Vessels under 500 gross tons may
use a shoulder gun. All coastwise ves-
sels of 150 gross tons and over shall be
equipped with a line-throwing appli-
ance and equipment.

§ 121.96 Life preservers; number re-
quired.

All vessels shall be provided with one
approved life preserver for each person
carried. Passenger vessels shall be pro-
vided with an additional number suit-
able for children, equal to at least 10
percent of the total number of persons
carried. They shall be properly distrib-
uted throughout the staterooms,
berthings and other places convenient
for passengers and crew.

§ 121.97 Life preserver inspection.
At each regular inspection of a ves-

sel, and oftener if deemed necessary,
the inspector shall examine and inspect
all life preservers in accordance with
the requirements of the U.S. Coast
Guard rules and regulations for vessel
inspection. If found to be satisfactory,
they shall be plainly stamped with the
word ‘‘Passed,’’ the date of inspection,
and the inspector’s initial.

CROSS REFERENCE: Vessel inspection, rules
and regulations of U.S. Coast Guard, see 46
CFR.

§ 121.98 Means of escape from vessels.
(a) On all vessels where the plans and

arrangements will possibly permit, all
enclosures where passengers or crews
may be quartered shall be provided
with not less than two avenues of es-
cape, so located that if one of such ave-
nues is not available another may be.

(b) Every vessel of 50 tons or over
carrying passengers shall be provided
with permanent stairways forward and
aft. Every vessel shall be provided with

sufficient means of escape from lower
to upper deck, or vice versa.

§ 121.99 Fire axes.

(a) All vessels shall be equipped with
fire axes, as follows:

Gross tons Axes

Over 25 tons and not over 50 tons ........................... 1
Over 50 tons and not over 200 tons ......................... 2
Over 200 tons and not over 500 tons ....................... 4
Over 500 tons and not over 1,000 tons .................... 6
Over 1,000 tons ......................................................... 8

(b) All axes shall be located so as to
be readily found in time of need, shall
not be used for general purposes, and
shall be kept in good condition.

(c) The vessel’s name shall be marked
on each ax handle.

[31 FR 12316, Sept. 16, 1966, as amended at 54
FR 37330, Sept. 8, 1989]

§ 121.100 Fire detecting and alarm sys-
tem.

(a) All passenger vessels of more than
150 feet in length having berth or state-
room accommodations for passengers
shall be provided with an efficient fire
alarm or fire detecting system, which
will automatically indicate or register
at one or more points or stations,
where it can be most quickly observed
by officers and crew, the presence or
indication of fire in any part of the ves-
sel not accessible to a patrol system.

(b) All passenger vessels with sleep-
ing quarters for passengers shall be
provided with a manual fire alarm sys-
tem which operates alarm bells in the
pilot house and engine room. The man-
ual alarm system shall have a suitable
number of stations on all decks so as to
enable the alarm to be given imme-
diately in case of fire.

(c) All vessels over 100 gross tons
shall have all sleeping accommodations
equipped with a sufficient number of
alarm bells so located as to warn all
occupants. The alarm bells, if electric,
shall be operated from an open switch
in the pilot house or bridge. The bells
shall be of such size and character as to
provide an alarm throughout the
spaces for which they are provided.
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